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HALL LED GROUND ID 38

HALL LED GROUND
ACCENT LIGHT

HALL LED GROUND
WALL WASHER

HALL LED GROUND
PRO ADJ

HALL LED GROUND
MINI 1X / 2X / 4X

IK 10

IP 67 CRI>80

RG0/RG1

-20°
+55°*

YEARS
WARRANTY5

MacAdam 3

L90/B10
50.000h

C mini
F

0-30°

MINI

RETILAP

proof C4-L
corrosion

max 2000 kg

AISI 316 
stainless 
steel

Body

Hall LED Ground Pro allows ti lt adjustment 
without opening the glass, reducing the risk 
of water ingress.

working load

407

CCT.  3000K lm

38AL3K38T67 189

38AL3K324T67 189

38AL3K336T67 189

Led Ømm

3W 8° 68

3W 24° 68

3W 36° 68

CCT.  3000K lm

38WW2K3T67 189

Led Ømm

2W 68

/ MINI ACCENT LIGHT

/ MINI WALL WASHER

HALL LED GROUND

HALL LED GROUND

CRI>90

RG0/RG1YEARS
WARRANTY5

MacAdam 3

L90/B10
50.000h AISI 316

IK 10

IP 67

-20°
+55°*

C mini
F

CODE K4

On req.:

4000K

CODE — D

proof C4-L
corrosion

max 2000 kg
MINI

RETILAP

Ø 74

70

Ø 68

Ø 74

70

Ø 68

O
U

T
D

O
O

R
 IP

Internal polymetacrilate lens.

Beam angle: 8°-24°-36°. Cut-off>30°.

Internal polymethyl methacrylate lens.

Beam: Asymmetric.

Remote driver as accessory.
Fixtures supplied with 5m cable.

Remote driver as accessory.
Fixtures supplied with 5m cable.

AISI 316 
stainless 
steel

Body Colours

working load



408

CCT.  3000K lm

38HS3K3T67 189

Led Ømm

3W 68

CCT.  3000K lm

38HD3K3T67 189

Led Ømm

3W 68

CCT.  3000K lm

38HQ3K3T67 189

Led Ømm

3W 68

/ MINI 1XHALL LED GROUND

/ MINI 2X

/ MINI 4X

HALL LED GROUND

HALL LED GROUND

CRI>90

RG0/RG1YEARS
WARRANTY5

MacAdam 3

L90/B10
50.000h AISI 316

IK 10

IP 67

-20°
+55°*

C mini
F

CODE K4

On req.:

4000K

CODE — D

proof C4-L
corrosion

max 2000 kg
MINI

RETILAP

Ø 74

70

Ø 68

Ø 68Ø 74

70

Ø 68Ø 74

70

Satin glass with single emission mask.

Cut-off>30°.

Remote driver as accessory.
Fixtures supplied with 5m cable.

Satin glass with double emission mask.

Cut-off>30°.

Satin glass with quadruple emission mask.

Cut-off>30°.

Remote driver as accessory.
Fixtures supplied with 5m cable.

Remote driver as accessory.
Fixtures supplied with 5m cable.

AISI 316 
stainless 
steel

Body Colours

working load

409

CCT.  3000K lm

38OL12K315TM67 1764

38OL12K324TM67 1764

38OL12K336TM67 1764

38OL12K350TM67 1764

38OL12K370TM67 1764

38OL17K315TM67 2510

38OL17K324TM67 2510

38OL17K336TM67 2510

38OL17K350TM67 2510

38OL17K370TM67 2510

Led Ømm

12W 15° 175

12W 24° 175

12W 36° 175

12W 50° 175

12W 70° 175

17W 15° 175

17W 24° 175

17W 36° 175

17W 50° 175

17W 70° 175

CCT.  3000K lm

38OL3K315TS67 440

38OL3K324TS67 440

38OL3K336TS67 440

38OL3K350TS67 440

38OL6K315TS67 858

38OL6K324TS67 858

38OL6K336TS67 858

38OL6K350TS67 858

Led Ømm

3W 15° 120

3W 24° 120

3W 36° 120

3W 50° 120

6W 15° 120

6W 24° 120

6W 36° 120

6W 50° 120

130

17
0

Ø 120

30°
30°

180

19
0

Ø 175

30°
30°

/ PRO SMALL ADJ

/ PRO MEDIUM ADJ

HALL LED GROUND

HALL LED GROUND

CRI>90

RG0/RG1YEARS
WARRANTY5

MacAdam 3

L90/B10
50.000h AISI 316

IK 10

IP 67

-20°
+55°*

C mini
F

CODE K4

On req.:

4000K

CODE — D

proof C4-L
corrosion

max 2000 kg
MINI

RETILAP

O
U

T
D

O
O

R
 IP

Integrated driver.
The luminaire is supplied with a 1-metre cable.

Integrated driver.
The luminaire is supplied with a 1-metre cable.

Internal polymethyl methacrylate lens. Beam angle: 15°–24°–36°–50°,

with an internal system  for beam adjustment.

Internal polymethyl methacrylate lens. Beam angle: 15°–24°–36°–50°–70°,

with an internal system for beam adjustment.

AISI 316 
stainless 
steel

Body Colours

working load



410

CCT.  3000K lm

38OL17K315TL67 2431

38OL17K324TL67 2431

38OL17K336TL67 2431

38OL17K350TL67 2431

38OL17K370TL67 2431

38OL24K315TL67 3440

38OL24K324TL67 3440

38OL24K336TL67 3440

38OL24K350TL67 3440

38OL24K370TL67 3440

Led Ømm

17W 15° 230

17W 24° 230

17W 36° 230

17W 50° 230

17W 70° 230

24W 15° 230

24W 24° 230

24W 36° 230

24W 50° 230

24W 70° 230

38LC4700IS 38LC12700IS 38LC17700IS

38AANDHGS - SMALL
38AANDHGM - MEDIUM
38AANDHGL - LARGE

38AAVSHGS - SMALL
38AAVSHGM - MEDIUM
38AAVSHGL - LARGE

234

23
0

Ø 230

30°
30°

/ PRO LARGE ADJHALL LED GROUND

CRI>90

RG0/RG1YEARS
WARRANTY5

MacAdam 3

L90/B10
50.000h AISI 316

IK 10

IP 67

-20°
+55°*

C mini
F

CODE K4

On req.:

4000K

CODE — D

proof C4-L
corrosion

max 2000 kg
MINI

RETILAP

Integrated driver.
The luminaire is supplied with a 1-metre cable.

Internal polymethyl methacrylate lens.

Beam: 15°–24°–36°–50°–70°, with an internal system

for beam adjustment.

AISI 316 
stainless 
steel

Body Colours

Constant current LED driver for 
single connection..

Constant current LED 
driver for 2 fixtures.

Constant current LED 
driver for 4 fixtures.

Honeycomb optic. Frosted glass.

ACCESSORIES

FOR HALL LED GROUND MINI

FOR HALL LED GROUND MEDIUM

working load


