
PCM  EVO
�

�

�

�

�

�

�

�

�
3h

�

PCM EVO is the IP66 device that combines efficiency and energy 
saving with an extended life-time. High impact resistance and 
protection against dust and water.

ID 03

SPECIFICATIONS
Built-in driver.
UV stabilized translucent 
polycarbonate screen.
Internal reflector in UV 
stabilized steel sheet.

BODY
high mechanical resistance 
polycarbonate.

EEA Conformity

Energy efficiency

CERTIFICATIONS

5 years warranty

IP 66

IK 10

-25° -> +40°/45°

850°

UGR <22

Direct emission

FEATURES

>100 lm/W; >113 lm/W

L80/B10 >50.000h

CRI >80

Mac Adams 3

4000K

LED

Eye safety: RG0/RG1

* Where available

ON REQUEST

DALI - code D

Emergency 1 hr - code EM
Emergency 3 hrs - code EM3H*

Steel screen holder clips*

Built-in sensor*

Through wiring*

3000K - code K3
5000K - code K5
6500K - code K65
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PCM  LED  EVO PC

UV stabilized translucent polycarbonate screen. 
Internal reflector in sheet steel.

IP 66 IK10

TECHNICAL NOTES

INDOOR/OUTDOOR INSTALLATION

Not suitable for outdoor applications. 
To be installed in indoor or covered outdoor areas.

Cod. 4000K siren-on lm L mm

03PC8K466 8W 4000K IP66 1170 662

03PC10K466 10W 4000K IP66 1410 662

03PC14K466 14W 4000K IP66 1960 662

03PC16K466 16W 4000K IP66 2300 1272

03PC20K466 20W 4000K IP66 2770 1272

03PC27K466 27W 4000K IP66 3870 1272

03PC38K466 38W 4000K IP66 5570 1272

03PC20K4L66 20W 4000K IP66 2880 1572

03PC24K466 24W 4000K IP66 3450 1572

03PC33K466 33W 4000K IP66 4820 1572

03PC45K466 45W 4000K IP66 6890 1572
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