
387

proof C5-L
corrosion 24 V

RETILAP

TERES GARDEN IP67 ID 14

TERES GARDEN IP67 TERES GARDEN IP67 PAN

IK 06

IP 67 CRI>90D

RG0/RG1

-20°
+45°

YEARS
WARRANTY5

Mac Adams 3

L90/B10
50.000h
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AISI 316 
stainless 
steel

Body

388

AISI 316

proof C5-L
corrosion 24 V

RETILAP

/ MICRO

/ MINI

TERES GARDEN IP67 

TERES GARDEN IP67 

CCT. 3000K lm

14PC3K31567P 310

14PC3K32467P 310

14PC3K33667P 310

14PC3K35067P 310

Led Ømm

3W 15° 35

3W 24° 35

3W 36° 35

3W 50° 35

CCT. 3000K lm

14PC6K31567P 470

14PC6K32467P 470

14PC6K33667P 470

14PC6K35067P 470

Led Ømm

6W 15° 45

6W 24° 45

6W 36° 45

6W 50° 45

CCT. 3000K lm

14HNB2K367P 190

Led Ømm

2W 4° 45

125°

78

75

75

Ø35

360°

125°

88

84

75

Ø45

360°

IK 06

IP 67 CRI>90D

RG0/RG1

-20°
+45°

YEARS
WARRANTY5

Mac Adams 3

L90/B10
50.000h

CODE K27

On req.:

2700K

CODE — D AISI 316 
stainless 
steel

Body

HIGH NARROW BEAM 4° LENS VERSION

PC LENS VERSION

Transparent glass and PC lens 15°–24°–36°–50°.

2000 mm cable with connector. Driver not included.

Transparent glass and PC lens 15°–24°–36°–50° and HIGH NARROW 

BEAM 4°. 2000 mm cable with connector. Driver not included.

Colours
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AISI 316

24 V

RETILAP

355°

155°

72

75 Ø35

20 20

CCT. 3000K lm

14PC3K31567170 310

14PC3K32467170 310

14PC3K33667170 310

14PC3K35067170 310

14PC3K31567500 310

14PC3K32467500 310

14PC3K33667500 310

14PC3K35067500 310

Led Lmm

3W 15° 170

3W 24° 170

3W 36° 170

3W 50° 170

3W 15° 500

3W 24° 500

3W 36° 500

3W 50° 500

/ MICRO PANTERES GARDEN IP67 

IK 06

IP 67 CRI>90D

RG0/RG1

-20°
+45°

YEARS
WARRANTY5

Mac Adams 3

L90/B10
50.000h

CODE K27

On req.:

2700K

CODE — D

proof C5-L
corrosion

O
U

T
D

O
O

R
 IP

AISI 316 
stainless 
steel

Body

Transparent glass and PC lens 15°–24°–36°–50°.

2000 mm cable with connector. Driver not included.

Colours

390

AISI 316

RETILAP

CCT. 3000K lm

14HNB2K367170 190

14HNB2K367500 190

Led Lmm

2W 4° 170

2W 4° 500

84

355°

155°

82

Ø45

20 20

CCT. 3000K lm

14PC6K31567170 470

14PC6K32467170 470

14PC6K33667170 470

14PC6K35067170 470

14PC6K31567500 470

14PC6K32467500 470

14PC6K33667500 470

14PC6K35067500 470

Led Lmm

6W 15° 170

6W 24° 170

6W 36° 170

6W 50° 170

6W 15° 500

6W 24° 500

6W 36° 500

6W 50° 500

/ MINI PANTERES GARDEN IP67 

IK 06

IP 67 CRI>90D

RG0/RG1

-20°
+45°

YEARS
WARRANTY5

Mac Adams 3

L90/B10
50.000h

CODE K27

On req.:

2700K

CODE — D

proof C5-L
corrosion 24 V

Transparent glass and PC lens 15°–24°–36°–50° and HIGH NARROW BEAM 4°.

2000 mm cable with connector. Driver not included.

HIGH NARROW BEAM 4° LENS VERSION

AISI 316 
stainless 
steel

Body Colours

PC LENS VERSION
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14AACA500
14AACA2000
14AACA4000
14AACA8000

14AA09CATP

14AACA06 14AACA4XDC 14AACA8XDC

14AAND - MICRO
14AANDMN - MINI

14BX1267 12W
14BX2067 20W
14BX3067 30W

O
U

T
D

O
O

R
 IP

ACCESSORIES

Cable with double M/F 
connector, length 
500/2000/4000/8000 mm.

Terminal connector cap.

T-connector with cable: one 
1000 mm lead and two 500 
mm leads.

4 output distribution 
connectors with 1000 mm 
cable.

8 output distribution 
connectors with 1000 mm 
cable.

Honeycomb optic. 24V IP67 driver box with 
cap.

TECHNICAL NOTES

Side knob for angular 
adjustment.

QUICK 
CONNECTOR


